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Date Page No. Description of change Name

04/16/2025 1-4 Off modular redesign S. Powers
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Item Replacement 

Part number

Circle Sheet 

Part Number

Description Image

P1 E-MXMBMxx

xx = 24-48 (width) 

(in 6” increments)

E-MXMBMxx

xx = 24-48 (width) (in 

6” increments)

Powerway Mounting 

Bar

P2 RP-MXHS83214A-I RP-MXHS83214 #8-32 x 5/16” Pan Head 

Thread Rolling Screw

P3 P-MXOMB-I RP-MXOMB Off Modular Bracket

P4 RH-94060A197I RH-94060A197I #8 x ¾” Pan Head 

Drilling Screw

P5 RP-M2BOLT1 RP-M2BOLT1 ¼-20 x 2 ¼” Hex Bolt
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Step 1: Align the powerway mounting bar to the holes in the vertical. Secure using #8-32 x 5/16” screws. 

P1

Side View

#8-32 x 5/16” long

Pan Head Thread Rolling Screw

4 places per mounting bar

Step 2: Secure the off modular bracket to the powerway bar using #8 x ¾” screws.

Powerway Mounting Bar

Verify mounting location per design specs.

35H – 58H = Qty 2 (shown)

66H – 82H = Qty 3

Bracket to be flush 

to mounting bar

Orientate bracket 

so that the weld nut 

will face the off 

modular frame 

Off Modular 

Bracket

#8 x ¾” long

Pan Head Drilling Screw

#2 Phillips drive

2 places per bracket

P2

P3

P4
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Step 3: Install the tile retainers and tiles as required per the design spec. Refer to the Main Matrix 

Installation Instructions for details.

Step 4: Locate and drill ½” holes  in the Matrix tiles so that the weld nut can pass through the tile as shown. 

Drill ½” holes at 

each bracket 

location

½” hole

Weld nut

Align Off Modular Frame 

to Weld Nuts

¼-20 x 2 ¼” long Hex Bolt

7/16” Hex Drive

1 required per weld nut

Step 5: Align off modular frame to weld nuts. Secure frame using ¼-20 x 2 ¼” bolts.

P5
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