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P-INSTRUCTMHUTCH Installation Instructions for Freestanding Metal Hutches

Freestanding Metal Hutches

Freestanding Metal Hutches are extremely similar to the standard Flipper Door installation. Experience with Flipper
Door Installation will assist with the Freestanding Hutch Installation.

=

Freestanding Hutches - Step 1

Using 4 #8 Machine Hex Nuts, assemble the two shelf
ends and the back pan (Back Panel)

\

Freestanding Hutches - Step 2

/KX 4

Note: The track bar will be open on the bottom, so
that it may later accept the tiles.

4/A
Using 4 #8 Machine Hex Nuts, install the top track bar.
Note: Use the 4 studs under the bottom of the back §
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P-INSTRUCTMHUTCH Installation Instructions for Freestanding Metal Hutches

Freestanding Metal Hutches

Freestanding Hutches - Step 3

Using 4 #8 Machine Hex Nuts, install the bottom
track bar.

Note: This trackbar will be open on the top, so that
it may later accept the tiles.

/§

Freestanding Hutches - Step 4
Using 4 #8 Machine Hex Nuts, install the bottom shelf.

Note: The “slot” in the middle is in the front.

VAW

Freestanding Hutches - Step 5
Using 4 #8 Machine Hex Nuts, install the top shelf.

Note: The “slot” in the middle is in the back.
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Freestanding Metal Hutches

Freestanding Hutches - Step 6

Between the track bars, install the front and back
tiles.

Note: Use the small tile for the back side of the Hutch.

N

\

Freestanding Hutches - Step 7

Using 4 #9-1” Wood Screws secure the hutch to the
worksurface.

Note: The Hutch ends have pre drilled holes.

B
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Freestanding Hutches - Step 8

Secure the front of the Hutch using 2 #9-1" wood
screws and the two “L” brackets that are pre-installed
on the shelf ends.

FINISH: To complete the installation, add the face of the unit as needed.
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